
TELECOM ROOMS
State approved business class or commercial fiber optic connectivity must 
be available on the property. If deviating from any of these requirements, 
please consult with the STS State Cabling Department. 
Only the  State of Tennessee has access to the telecom room. 

ROOM OVERALL: 
• Telecom should be centrally located in secure staff zone
• Must be temperature controlled, cooling only (see note on 

HVAC)
• Room should be within 200 feet of systems furniture or IT 

termination point(s)
Single story buildings 
• Ceiling should be open to deck except where approved by 

STS and DGS
• Spaces should be designed with adequate pathways or 

openings through walls and other obstructions into 
accessible ceiling space.

Multi-story buildings
• At least one telecom room per floor
• Must be stacked with the walls extending to the deck
• State will provide necessary plywood backboard
• Provide conduit infrastructure for voice/data and back-boxes
• 1" conduit stubbed up into accessible area in the open access 

ceiling
• Place outlets according to build out plans, Include pull string 

and a bushing. 

FLOORING TYPE: FINISHED CONCRETE 
DOORS: Must be minimum of 36” wide and open out. Must 
remain locked at all times.

WINDOW : No windows
ELECTRICAL: 
• Provide (2) dedicated 120v, 20-amp quad outlets.  Coordinate 

location of quads with rack location(s).
• Provide (2) convenience outlets, one on each wall
• Provide 1 #6AWG ground wire from the main electrical panel 

with 3’ of slack coiled up a top of back board.
AREA:
Space requirements are 8’-0” x 10’-0” sqft. Minimum. 

TYPE HARDWARE

1
Solid door with 

card reader
No interior thumb lock 

Door closer needed

Lighting should be a minimum 
of 50-foot candles on both sides 
of the racks.

Stand alone dedicated HVAC 
Unit appropriately sized 
according to square footage and 
heat load. Consult with STS 
Cabling Department for any 
questions on size and location. 
HVAC unit to be mounted on the 
wall at 8'-6" AFF. Thermostat 
easily accessible within the 
room, typically by the door. Unit 
needs to be operating 24 hours a 
day, 365 days/ year with no 
heat.
NOTE: Air from the HVAC unit 

must not blow directly at the 
equipment. 

Shall provide a minimum of 2" conduits (x3) to extend to the 
property line. The State Service Provider needs to be consulted as 
they have the legal right to determine where the conduits terminate. 
Coordinate with state service provider and STS Cabling team.

TYPICAL:
APPLY TO ALL 

RENOVATED AND 
BUILT-TO-SUIT 

BUILDINGS
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